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Setup the Wi-Fi Kit
Press the button on the top of the Wi-Fi Kit.  The leftmost LED should flash
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Open the Wi-Fi Connection list on the PC, and select the Wi-Fi Kit network, which is named 
“HunterWiFi-xxx”, where xxx is the last three digits of the Wi-Fi Kit serial number.
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Update the Firmware

Open a browser and type “192.168.1.3” in the URL text box.  The Wi-Fi Kit startup screen will be displayed.
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Press “Get Started”
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Press “Advanced Settings”
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Press “Update”. 
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Press “Browse..” and select the file to be flashed into the unit
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The file is called WiFi_Kit_vx_xx.efi, where  x_xx is the version number.

Press Open.

The filename will be shown next to the browse button
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Press Upload and wait for 15 seconds. “File successfully uploaded” will be shown
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Your Wi-Fi Kit has been reflashed.  

Reconnect to the network
Open the Wi-Fi Connection list on the PC, and re-select the Wi-Fi Kit network.
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Type “192.168.1.3” in the URL text box.  The Wi-Fi Kit startup screen will be displayed.
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Press “Get Started” and select your network from the list
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Enter your password and press Connect
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The leftmost red light will change form flashing red to solid red.

Wait about a minute, and the leftmost red light should turn green, indicating a successful connection with the router.

A short time later the middle light should turn green, indicating a sucessful connection to the central.
If either light remains red after about 2 minutes, press the button and try to connect again.
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